
You can use the Xbox 
Accessories app to remap 
buttons as well as create 
custom controller profiles 
for your Xbox Adaptive 
Controller. You can make 
configuration changes using 
the Xbox Accessories app 
on either your Xbox console 
or Windows PC, depending 
on which device your 
controller is connected to. 

Mapping Buttons and Outputs: 
To remap a button or input to have it 
perform a function other than its default 
function: 

Open the Xbox Accessories app. 
Scroll to your Xbox Adaptive Controller 
and select Configure. 
Select a profile to adjust or create a 
new one. 
Select the Edit button and in the 
Mapping tab select the icon or letter 
for the button or input you’d like to 
change. 
Select Primary and in the pop-up 
menu select the function to remap it 
to. 
Select OK to confirm the change. 



The mapping screen will now show the button or input with two icons or letters, one above 
the other. The top icon or letter represents the new primary function, while the bottom 
icon or letter is the current mapping of the Shift function for that button or input. 
Things to keep in mind: 

You cannot change the Default profile. 
Any button that you reassign will also apply to other inputs that have the same value. 
For example, if you reassign D-pad down on the face of the controller to the Y button, 
then the D-pad down 3.5mm port will also be assigned to the Y button . 

Stick Sensitivity: 
Using the Xbox Accessories app, you can adjust the sensitivity of the left and right sticks 
that are plugged into the adapter. There are five presets, and each one is customizable 
(except Default). 

Default: This is the default setting. 
Delayed: Makes the stick take longer to react to your movement. 
Aggressive: Makes the stick react quicker to your movement. 
Instant: A quicker reaction that then slows down. 
Smooth: Starts out quick, then slows down before movement picks up speed again. 

To change the sensitivity: 
1. Open the Xbox Accessories app. 

2. Scroll to your Xbox Adaptive Controller and select Configure. 
3. Select a profile to adjust or create a new one. 
4. Select the Edit button and in the Left stick or Right stick tab, select one of the 

sensitivity presets. 
Curve adjustment allows you to adjust the curve itself. 
Calculation lets you adjust how far the stick must go to activate its action. Choose 
from Radial, Axis-independent, and True diagonals. 
You can also assign an input device to act as a “Shift” key. Alternate inputs for your 
buttons are activated when the assigned Shift button is held down (this is helpful 
for changing configurations on the fly). 

Brightness:  
You can also control the brightness of the Xbox button on your controller. To adjust it: 

1. Open the Xbox Accessories app. 
2. Scroll to your Xbox Adaptive Controller and select Configure. 
3. Select a profile and then select the Edit button. 
4. Select the Brightness tab. 
5. Use the slider to adjust the brightness as needed. 



When setting up the XAC with the Nintendo Switch you will need an adapter.  
Adapter used: Magic NS Adapter ($20). 

Setup of Nintendo Switch in Handheld mode 

Step 1:  Setting up a wired controller connection 
Go to System Settings > Controllers and Sensors > Pro Controller Wired Communication 
> OK 

Step 2: Connecting the Adapter to the Nintendo Switch 
Connect the Mayflash USB-C cable to the switch 
Connect the Magic NS Adapter to the USB-A end of the on the go cable 

Step 3: Ensuring the Magic NS Adapter is in the correct mode 
Once plugged in, the light on the Magic NS adapter should glow purple 

(if not, then hold the button to shuffle through the colors. You may need to 
update your Magic NS adapter if there is no purple color) 

Step 4: 
-Connect the XAC power port to the Magic NS with the provided cable 

(When the XAC x-box button is glowing you know that it is working) 
Step 5: 

Connect a joystick and any switches you need to use to the top end of the XAC in the 
appropriate port. 

Setup of Nintendo Switch in docked mode 

 Step 1:  Setting up a wired controller connection 
Go to System Settings > Controllers and Sensors > Pro Controller Wired Communication 
> OK 

Step 2: Connecting the Adapter to the Nintendo Switch dock 
Open the back panel of the Nintendo Switch dock and plug the Magic NS adapter into 
the USB-A port 

Step 3: Ensuring the Magic NS Adapter is in the correct mode 
Once plugged in, the light on the Magic NS adapter should glow purple 

(if not, then hold the button to shuffle through the colors. You may need to 
update your Magic NS adapter if there is no purple color) 

Step 4: 
-Connect the XAC power port to the Magic NS with the provided cable 

(When the XAC x-box button is glowing you know that it is working) 
Step 5: 

Connect a joystick and any switches you need to use to the top end of the XAC in the 
appropriate port. 



Updating the software on the Magic NS  

Step 1: Download the software from 
http://www.mayflash.com/Support/Download/ and 
install it on your Windows system. 
Step 2: Double click on the updater and leave the 
updater window open on your screen. 
Step 3: Connect the USB end from the Magic NS 
adapter into and spare USB port on your PC. 
Step 4: Please make sure your adapter is in the 
Nintendo Switch or PS3/Dinput mode (The LED 
indicator is Red or Blue). If not, please switch the 
adapter to the Nintendo Switch or PS3/Dinput 
mode by pressing and holding the button located 
at the side of the adapter for 3-5 seconds. 
Step 5: As soon as the adapter has been recognized 
(LED indicator turns off), select "Update". 
Step 6: Do not disconnect the device until you are 
informed that the update is completed 
successfully. 

Button Mapping 

1. From the Nintendo Switch Home 

Screen, head into settings. 

2.Scroll down to controllers and 

sensor. 

3. Select 'Change Button Mapping'. 

4. Choose which controller you want 

to remap and select 'Change'. 

5. Change the button mapping for any 

button needed. 

6. Select 'Done' when you’re finished. 

http://www.mayflash.com/Support/Download


Brook Game Controller Super Converter Xbox One to 
PS4 Controller Adapter ($40-$50) 

The XAC requires an external device in order to connect to 
the PS4. 

How to connect: 
1. Plug the adapter into any computer with a USB port. 

2. Go to https://www.brookaccessory.com/download/ 
3. Click on PS4 and find XBOX ONE to PS4. Click PC or 

Mac download. 
4. After the firmware is installed, plug the adapter into the 

front USB port on the PS4.  
5. Take the XAC USB cable and connect it the adapter 

and the XAC USB port.  
6.Turn on the PS4 using the console button. You can now 

use the XAC as you would the DS4.  

Note:  
To play multiplayer, connect other controllers normally and 
select a different user when prompter. 

Button Mapping: 
Open settings menu on the PS4 
Select 'Button Assignments' and 'Enable Custom Button Assignments'. 
Select 'Customize Button Assignments'. 
Complete customization to your preference and select confirm. 
You can connect any switch with a 3.5mm device connection to the back 
of the XAC. 
You can use any joystick with USB 2.0 cable connection. 

https://www.brookaccessory.com/download/


For PC, you must first 
identify what operating 
system you have. The XAC 
will only work with 
Windows 10. 

Setup: 
1.Download the Xbox App 

2.Once the download is completed, launch your new Xbox App 
3.Plug in your XAC into a USB 2.0 port on your PC. These ports have a blue line on 

them. 
4.The Xbox App will recognize your XAC. You can make any remapping or other 

changes in the Settings 
5.For additional support, take a look at Xbox’s XAC FAQ. 

Setup for Bluetooth: 
1. If you want to connect the XAC using Bluetooth, then you will need to open your 

computer settings. Under computer settings, you will need to click on 'Devices'. 
2. Under devices, ensure that your Bluetooth is on. 
3. Click on, 'Add Bluetooth or other devices.' 
4. Choose Bluetooth. 
5. When the search screen appears, you will need to turn on your XAC by holding 

down the Xbox button. 
6. Next, locate and hold down the sync button on the top-right side of the 

controller until the light on the Xbox button blinks rapidly.  
7. Wait a few seconds until your computer finds the “Xbox Adaptive Controller.” 

Choose to connect to the device. 

https://www.xbox.com/en-US/xbox-app
https://beta.support.xbox.com/help/account-profile/accessibility/adaptive-controller-faq
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